
Attn:

Address: 3434 Black and Decker Road
Order #: 380810

Hope Mills, NC  28348

CONTAMINANT CONTROL (344)Customer:

Received 08/10/20

Schneider Laboratories Global, Inc
2512 W. Cary Street • Richmond, Virginia • 23220-5117
804-353-6778 • 800-785-LABS (5227) • Fax 804-359-1475

08/10/20Analyzed

08/11/20Reported

Analysis Report

PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

2nd FL Offices08/07/20 22890-1380810-001

White/Gray, Organically Bound

Floor TileLayer 1: NON FIBROUS MATERIAL98%CHRYSOTILE2%

Black, Bituminous/Fibrous

MasticLayer 2: None Detected CELLULOSE FIBER40%

NON FIBROUS MATERIAL60%

2nd FL Offices08/07/20 22890-2380810-002

White/Gray, Organically Bound

Floor TileLayer 1: NON FIBROUS MATERIAL98%CHRYSOTILE2%

Black, Bituminous/Fibrous

MasticLayer 2: None Detected CELLULOSE FIBER40%

NON FIBROUS MATERIAL60%

2nd FL Offices08/07/20 22890-3380810-003

Black, Bituminous/Fibrous

MasticLayer 1: None Detected CELLULOSE FIBER40%

NON FIBROUS MATERIAL60%

2nd FL Offices08/07/20 22890-4380810-004

White, Powdery

SheetrockLayer 1: None Detected CELLULOSE FIBER8%

NON FIBROUS MATERIAL92%

White, Granular

Joint CompoundLayer 2: None Detected NON FIBROUS MATERIAL100%

2nd FL Offices08/07/20 22890-5380810-005

Yellow, Fibrous

Ceiling TileLayer 1: None Detected MINERAL/GLASS WOOL85%

NON FIBROUS MATERIAL15%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
any asbestos content less than 10 percent be verified by PLM Point Count or TEM Analysis.  The EPA recommends that any vermiculite should be 
treated as Asbestos Containing Material (ACM). This report must not be reproduced except in full with the approval of the laboratory. The test results 
reported relate only to the samples submitted.

 



PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

2nd FL Offices08/07/20 22890-6380810-006

Off White, Fibrous

Ceiling TileLayer 1: None Detected CELLULOSE FIBER40%

MINERAL/GLASS WOOL40%

NON FIBROUS MATERIAL20%

2nd FL Offices Adj Bath08/07/20 22890-7380810-007

White, Powdery

SheetrockLayer 1: None Detected CELLULOSE FIBER8%

NON FIBROUS MATERIAL92%

Off White, Granular

Joint CompoundLayer 2: NON FIBROUS MATERIAL98%CHRYSOTILE2%

2nd FL Offices Adj Bath08/07/20 22890-8380810-008

Beige, Organically Bound

LinoleumLayer 1: None Detected NON FIBROUS MATERIAL100%

Clear, Soft

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%

1st FL Main Entrance08/07/20 22890-9380810-009

Off White, Fibrous

Ceiling TileLayer 1: None Detected CELLULOSE FIBER40%

FOAMED GLASS10%

MINERAL/GLASS WOOL30%

NON FIBROUS MATERIAL20%

1st FL Main New Const08/07/20 22890-10380810-010

White, Powdery

SheetrockLayer 1: None Detected CELLULOSE FIBER8%

NON FIBROUS MATERIAL92%

White, Granular

Joint CompoundLayer 2: None Detected NON FIBROUS MATERIAL100%

1st FL Main New Const08/07/20 22890-11380810-011

Beige, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Black, Bituminous

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%

1st FL Main New Const08/07/20 22890-12380810-012

Black, Bituminous

MasticLayer 1: None Detected NON FIBROUS MATERIAL100%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
any asbestos content less than 10 percent be verified by PLM Point Count or TEM Analysis.  The EPA recommends that any vermiculite should be 
treated as Asbestos Containing Material (ACM). This report must not be reproduced except in full with the approval of the laboratory. The test results 
reported relate only to the samples submitted.

 



PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

1st FL Main Dairy08/07/20 22890-13380810-013

Beige, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Black, Bituminous

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%

In Front Of Kitchen08/07/20 22890-14380810-014

Red, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Black, Bituminous

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%

In Front Of Kitchen08/07/20 22890-15380810-015

Beige, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Orange, Organically Bound

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%

Ceiling Back Area08/07/20 22890-16380810-016

Off White, Fibrous

Ceiling TileLayer 1: None Detected CELLULOSE FIBER40%

FOAMED GLASS10%

MINERAL/GLASS WOOL30%

NON FIBROUS MATERIAL20%

Top Layer Main FL08/07/20 22890-17380810-017

Beige/Gray, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Middle Layer Main FL08/07/20 22890-18380810-018

Beige, Organically Bound

Floor TileLayer 1: None Detected NON FIBROUS MATERIAL100%

Beige, Soft

MasticLayer 2: None Detected NON FIBROUS MATERIAL100%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
any asbestos content less than 10 percent be verified by PLM Point Count or TEM Analysis.  The EPA recommends that any vermiculite should be 
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PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

3rd Layer Main FL08/07/20 22890-19380810-019

Beige, Soft

MasticLayer 1: None Detected NON FIBROUS MATERIAL100%

Beige, Organically Bound

Floor TileLayer 2: NON FIBROUS MATERIAL98%CHRYSOTILE2%

Black, Bituminous

MasticLayer 3: None Detected NON FIBROUS MATERIAL100%

Bottom Layer Main FL08/07/20 22890-20380810-020

Black, Bituminous

MasticLayer 1: None Detected NON FIBROUS MATERIAL100%

Tan, Organically Bound

Floor TileLayer 2: NON FIBROUS MATERIAL98%CHRYSOTILE2%

Black, Bituminous

MasticLayer 3: None Detected NON FIBROUS MATERIAL100%

Area Wall08/07/20 22890-21380810-021

White, Hard/Granular

Wall PlasterLayer 1: None Detected NON FIBROUS MATERIAL100%

Back Wall08/07/20 22890-22380810-022

White, Hard/Granular

Wall PlasterLayer 1: None Detected NON FIBROUS MATERIAL100%

Barbershop Entrance08/07/20 22890-23380810-023

White, Rubbery

CaulkLayer 1: None Detected NON FIBROUS MATERIAL100%

Barbershop08/07/20 22890-24380810-024

White, Rubbery

CaulkLayer 1: None Detected NON FIBROUS MATERIAL100%

Side Windows08/07/20 22890-25380810-025

White, Soft

CaulkLayer 1: None Detected NON FIBROUS MATERIAL100%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
any asbestos content less than 10 percent be verified by PLM Point Count or TEM Analysis.  The EPA recommends that any vermiculite should be 
treated as Asbestos Containing Material (ACM). This report must not be reproduced except in full with the approval of the laboratory. The test results 
reported relate only to the samples submitted.

 



PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

Side Windows08/07/20 22890-26380810-026

Gray, Granular

Window GlazingLayer 1: None Detected NON FIBROUS MATERIAL100%

Front Windows Supermarket08/07/20 22890-27380810-027

Black, Soft

Window CaulkLayer 1: None Detected NON FIBROUS MATERIAL100%

Walk In Cooler Roof08/07/20 22890-28380810-028

Black, Bituminous/Fibrous

FlashingLayer 1: CELLULOSE FIBER20%

NON FIBROUS MATERIAL76%

CHRYSOTILE4%

Walk In Cooler Roof08/07/20 22890-29380810-029

Black, Bituminous

FlashingLayer 1: CELLULOSE FIBER16%

NON FIBROUS MATERIAL80%

CHRYSOTILE4%

Walk In Cooler Roof08/07/20 22890-30380810-030

Black, Granular/Bituminous/Fibrous

RoofingLayer 1: None Detected

Sample was inhomogenous, subsamples of each component were analyzed separately.

MINERAL/GLASS WOOL20%

NON FIBROUS MATERIAL80%

Supermarket08/07/20 22890-31380810-031

Black/Gray, Granular/Bituminous

RoofingLayer 1: None Detected

Sample was inhomogenous, subsamples of each component were analyzed separately.

NON FIBROUS MATERIAL100%

Supermarket08/07/20 22890-32380810-032

Black, Granular/Bituminous/Fibrous

RoofingLayer 1: None Detected

Sample was inhomogenous, subsamples of each component were analyzed separately.

CELLULOSE FIBER15%

NON FIBROUS MATERIAL85%

Electrical Penetration08/07/20 22890-33380810-033

Black, Bituminous

FlashingLayer 1: NON FIBROUS MATERIAL96%CHRYSOTILE4%

Roof08/07/20 22890-34380810-034

Gray/Black, Soft/Bituminous

FlashingLayer 1: NON FIBROUS MATERIAL94%CHRYSOTILE6%

Roof08/07/20 22890-35380810-035

Silver, Bituminous

CoatingLayer 1: NON FIBROUS MATERIAL94%CHRYSOTILE6%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
any asbestos content less than 10 percent be verified by PLM Point Count or TEM Analysis.  The EPA recommends that any vermiculite should be 
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reported relate only to the samples submitted.

 



PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

Roof08/07/20 22890-36380810-036

Gray/Black, Soft/Bituminous

FlashingLayer 1: CELLULOSE FIBER14%

NON FIBROUS MATERIAL80%

CHRYSOTILE6%

Roof08/07/20 22890-37380810-037

Silver, Bituminous

CoatingLayer 1: NON FIBROUS MATERIAL94%CHRYSOTILE6%

Roof08/07/20 22890-38380810-038

Black, Bituminous

Flashing / MasticLayer 1: 

Unable to separate individual layers.

NON FIBROUS MATERIAL96%CHRYSOTILE4%

Barbershop Roof08/07/20 22890-39380810-039

Black, Bituminous

FlashingLayer 1: NON FIBROUS MATERIAL94%CHRYSOTILE6%

High Wall Roof08/07/20 22890-40380810-040

Black, Bituminous

Flashing / MasticLayer 1: 

Unable to separate individual layers.

NON FIBROUS MATERIAL94%CHRYSOTILE6%

Main Vent Penetration08/07/20 22890-41380810-041

Black, Bituminous/Fibrous

WrapLayer 1: None Detected CELLULOSE FIBER40%

NON FIBROUS MATERIAL60%

Black, Bituminous

CoatingLayer 2: None Detected NON FIBROUS MATERIAL100%

Main Flat Roof Barbershop08/07/20 22890-42380810-042

Black, Bituminous/Fibrous

RoofingLayer 1: None Detected MINERAL/GLASS WOOL40%

NON FIBROUS MATERIAL60%

Main Flat Roof Barbershop08/07/20 22890-43380810-043

Black, Bituminous/Fibrous

RoofingLayer 1: None Detected MINERAL/GLASS WOOL40%

NON FIBROUS MATERIAL60%

Small Vents08/07/20 22890-44380810-044

Black, Bituminous/Fibrous

Flashing / MasticLayer 1: None Detected

Unable to separate individual layers.

CELLULOSE FIBER15%

NON FIBROUS MATERIAL85%
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Reporting Limit: 1%  Gravimetrically Reduced Reporting Limit: 0.01% PLM analysis is based on Visual Estimation and NESHAP recommends that 
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PLM Analysis

Cust. IDSample ID LocationCollected Asbestos Fibers Other Materials

EPA 600/R-93/116 & 40 CFR App. E Sub. E Pt. 763Method:

Project: City Of Fayetteville Asbestos

2289022890Number: PO Number:

Location: Fayetteville

Microscopy Manager

Reviewed By: Hind Eldanaf

Total layers analyzed on order: 60 380810-08/11/20 01:07 PM

EPA Regulatory Limit: 1%

Analyst Senhory Abdellatif
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